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Wichtiger Hinweis!
Arbeiten an elektrischen Anlagen und elektrischen Betriebsmitteln 
dürfen nur von einer Elektrofachkraft vorgenommen werden. Unbe-

dingt vor Beginn der Montage elektrische Leitungen spannungsfrei schalten.
Vor oder während der Installation sind die nachstehend aufgeführten Installa-
tionsvorschriften zu beachten bzw. einzuhalten.
Achtung, unbedingt lesen! Bei Schäden, die durch Nichtbeachtung der Anlei-
tung verursacht werden, erlischt der Garantieanspruch, Für Folgeschäden, die 
daraus resultieren übernehmen wir keine Haftung. Diese Bedienungsanlei-
tung ist vor Inbetriebnahme des Produktes genauestens durchzulesen.

Kunststoff-Fluchtweg-/Rettungszeichenleuchte
Sicherheitsleuchte gem. DIN EN 60598-1, DIN EN 60598-2-22, DIN EN 1838 
Geeignet für Dauer- oder Bereitschaftsschaltung. 

Technische Daten
ta Einzelbatterie SC/WL:	 -5° C bis +40° C
ta Zentralbatterie:	 -20° C bis +40° C
Leuchtmittel:	 LED
Schutzklasse:	 II
Schutzart:	 IP 65

Die Elektronikanleitung finden Sie als separates Beiblatt.

Wichtig: Die Lichtquelle dieser Leuchte darf nur vom 
Hersteller oder einem von ihm beauftragten Servicetech-
niker oder einer vergleichbar qualifizierten Person ersetzt 
werden.

Zur Reinigung keine lösungsmittelhaltigen Reiniger ver-
wenden!

Important information
These instructions are intended solely for trained electricians or 
the installation company responsible. The installation requirements 

listed below must be noted and observed before and during installation.

Caution! Claims for warranty cannot be lodged in the event of damage 
caused by non-observance of these instructions. We do not accept any liabil-
ity for follow-on damage resulting from this. These operating instructions 
must be read very thoroughly before commissioning the product.

Plastic emergency-/ exit sign luminary
Emergency luminaire for marking of escape and rescue routes according to 
DIN EN 60598-1, DIN EN 60598-2-22, DIN EN 1838 for wall mounting

Technical specifications
ta SelfContained SC/WL:		  -5° C to +40° C
ta Central battery systems:		 -20° C to +40° C
Illuminant:		  LED
Insulation class:		  II
Protection category:		  IP 65
	�
The electronic manual can be found as a separate supplement.

Important: The light source contained in this luminaire 
shall only be replaced by the manufacturer or his service 
agent or a similar qualfied person.

Don‘t clean with acid cleaners!

Consigne importante!
Cette notice d’utilisation s’adresse seule à un électricien enseigné ou 
à une entreprise d’installation. Avant ou pendant l’installation, les 

instructions d’installation doivent être observées et appliquées.
Attention! Pour tous dommages résultant du non-respect de cette notice 
d’utilisation la garantie s’éteint. Nous déclinons toute responsabilité pour les 
dommages consécutifs! Cette notice d’utilisation doit être lue attentivement 
avant la mise en service du produit.

Luminaire de sécurité en polycarbonate
Luminaire de sécurité selon DIN EN 60598-1, DIN EN 60598-2-22 et DIN EN 
1838 pour la signalisation de voies d’évacuation et de secours.

Données techniques: 
ta à batterie autonome SC/WL:	 -5° C à +40° C
ta pour systèmes centralisés:	 -20° C à +40° C
Lampes:	 LED
Classe de protection:	 II
Type de protection:	 IP 65

Le manuel électronique est disponible sous forme d‘une 
feuille séparée.

Important: La source lumineuse de ce luminaire ne peut pas 
être remplacé; lorsque la source de lumière a atteint sa fin de 
vie, toute la lampe doit être remplacée.

Ne pas utiliser de solvants pour le nettoyage du luminaire.

Belangrijke opmerking!
Deze handleiding is uitsluitend bedoeld voor de opgeleide elektricien 
of de installateur. Voor of tijdens de installatie moeten de volgende 
installatie-instructies worden opgevolgd of nageleefd.

Let op, lees dit zeker! In geval van schade veroorzaakt door het niet-
naleven van de handleiding vervalt de garantieclaim en aanvaarden 
wij geen aansprakelijkheid voor daaruit voortvloeiende schade. Deze 
bedieningshandleiding moet zorgvuldig worden gelezen vooraleer 
u het product in gebruik neemt.

Oplichtend kunststoffen nooduitgangsarmatuur
Nooduitgangsarmatuur in overeenkomst met DIN EN 60598-1, DIN EN 60598-
2-22 en DIN EN 1838. Geschikt voor duur- of reserveschakeling. 

Technische gegevens
ta enkelvoudige batterij:		  -5° C tot +40° C
ta Centrale batterij-armatuur:	 -20° C tot +40° C
Verlichtingsmiddel:		  LED
Beschermingsklasse:		  II
Beschermingsgraad:		  IP 65

De elektronische handleiding kan als een afzonderlijk blad 
worden gevonden.

Belangrijk: De lichtbron van deze lichtarmatuur is niet 
vervangbaar; wanneer de lichtbron het einde van zijn 
levensduur heeft bereikt, vervangt u de hele lichtarmatuur.

Gebruik geen reinigingsmiddelen op basis van 
oplosmiddelen voor het reinigen!
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Keine Kabelzuführung bei 
Einzelbatterieleuchten!

No cable feed for self-
contained luminaires.

Pas d‘alimentation du 
câble pour les luminaires 
autonomes !

Geen kabelinvoer voor 
zelfstandige lampen!



LPK
Self-Contained emergency lighting unit
Processor-controlled emergency lighting unit for use as a self-con-
tained supply for LED consumers.Intended for installation in lumi-
naires. Suitable for RP LED illuminants with 12V supply voltage.

The LPK is an operating device according to EN 61347-1, EN 
61347-2-7, EN 61347-13 and 62384 with a self-control (SC) function 
according to DIN EN 62034. For use in emergency luminaires according to DIN EN IEC 60598-2-22.

General and safety instructions:
Attention, be sure to read! In the event of damage caused by non-observance of the instructions, the warranty 
claim will be void; the manufacturer accepts no liability for consequential damage resulting from this. These opera-
ting instructions must be read carefully before the product is set into operation. 

These instructions are intended exclusively for the trained electrician or the installation company carrying out the ins-
tallation. Before and during installation, the installation instructions listed below must be observed or complied with. 
In the event of a fault, the luminaire unit must be replaced. In the event of a battery fault, the battery must be replaced 
by a competent person. When replacing the battery, do not dispose of the old battery in the household waste!

The supply voltage (L, N) must always be applied to the emergency luminaire, as this voltage is absolutely necessary 
for charging the accumulator. There is a green charge control LED on the luminaire which indicates that the battery 
is properly charged by lighting up continuously. Before the first endurance test, the luminaire must be charged for 
24 hours. A function test is possible at any time, even with an almost empty.

Emergency operation - In this operating mode, the luminaire is supplied from the battery and switched off after 
the rated duration has expired. The rated duration begins when the mains failure is detected.
The detection of mains recovery can take up to 1 minute. 

Maintained Mode: In order to bring the unit to maintained mode, L and L‘ must be bridged.

L & L‘ may be same phase.

Technical Data and Connection:
Label:			   LPK LED Power Supply
Rated voltage:		  230V AC / 50 Hz
Illuminant LED:		  LPK-8H-2W and LPK-8H-2W-ST*:  max. 2W 
			   LPK-8H-4W: max. 4W
Output voltage:		  12 V
Battery type:		  2 pcs. 3,2V  LiFePO4
Battery capacity:		  max. 3.300mAh total
Operating time:		  1 / 3 / 8 h
Terminals:			  0,5 - 2,5mm2

TC (on back of the module:	 75°C	
	  
	 The unit has double or reinforced insulation

Battery Manager (LPK-BMS):
The batteries are always connected in pairs to the LPK emergency lighting unit via the LPK-BMS. 
The LPK-BMS is a battery manager with balancer function for use with LiFePO4 batteries 
for self-contained emergency light electronics. For correct function, 2 identical batteries (see table above)  
must be connected.

• High-temperature protection of the battery: charging till 55 ±3°C approx.
• Low-temperature protection of the battery: charging only above 0 ±3°C (TT-type batteries: -20 ±3°C) approx.

NOTE: If the unit is supplied as part of a luminaire, its configuration will be readily set in the factory to match the illumi-
nant and battery and doesn‘t have to be adjusted.

non-maintained  
operation Mains 230V AC 50Hz

*Variant installed in luminaires without housing and connection terminal

maintained operation switched maintained 
operation

L‘ L‘L‘

N NN

L LL

Jumper Settings:
LPK-8H-2W

LPK-8H-4W

Operating Time 
Battery (2x) 
Output power

J1 
(not available)

J2

1h / 1,2 or 1,6 Ah / 2W – open

3h / 1,2 or 1,6 Ah / 2W – set / right-center

8h / 1,2 or 1,6 Ah / 0,5W – set / left-center

Operating Time 
Battery (2x) 
Output power

J1 J2

1h / 1,2 or 1,6 Ah / 4W open open

1h / 3,3 Ah / 4W set open

3h / 3,3 Ah / 4W set set / right-center

8h / 3,3 Ah / 1,8W set set / left-center
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Functions check button: Status indications:

NOTE: When entering the menu, the luminaire will turn 
off if the luminaire is operated in maintained mode.

((O))                     SHORT TEST (S-TEST)

((O))                                        �FUNCTION-
TEST (F-TEST)

((O))                     �DURATION TEST  
(D-TEST)

((O)) RESET NOTIFICATIONS

((O))                               �DURATION TEST 
IN 24h

((O))             �RESET TIMER 
Automatic weekly function 
tests start in 7 x 24h

1x

2x

5x

7x

8x

9x

CHARGER OK AND ACTIVE

CHARGER NOT ACTIVE

GREEN LED - State of charge

NO NOTIFICATIONS

                           �WAITING FOR 
D-TEST

FUNCTIONTEST RUNNING 
(F-TEST)

DURATION TEST RUNNING 
(D-TEST)

WARNINGS 
• �Duration test not started 

because battery not fully 
charged

• ��Power failure during 
duration test

• �Test button not in 
rest position

• �Battery did not reach final 
charging voltage within 24 
hours

Yellow LED - Notifications (combinations possible)

NO ERRORS

                 �BATTERY ERROR 
DURING D-TEST

                 �BATTERY ERROR 
DURING F-TEST

                 �ILLUMINANT ERROR 
DURING F-TEST

                 �ILLUMINANT ERROR 
DURING D-TEST

Red LED - Errors (combinations possible)
Example of combined error messages:

                   
This combination shows a battery error during D-Test  
( ), as well as battery error during F-Test (             ) 
and is constantly repeated.
In case of combined messages, each message is in turn 
displayed for approx. 5 seconds.

HOLD

HOLD

HOLD

HOLD

HOLD

HOLD

LPK LPK




